Revised March 1, 2011

Amended PCB Removal Plan:
City Square

AMENDMENTS TO PCB REMOVYAL PLAN

INTRODUCTION:

NASDI, LLC, is proposing to change its method of packing and handling waste. The main reason
is to reduce the cumbersome drums, excess waste and streamline shipments to landfills by loading
waste into lined trailers. This method will reduce storage as well as reduce the need for drums,

The methods for removing PCB impacted stripes and collecting of the PCB bulk product and PCB
remediation waste remain as described in the original contractor work plan. The amended revised

packaging procedures:

OVERALL CHANGES:

The original work plan called for waste to be loaded into lined metal drums then shipped off to the
disposal facility. The revised method will be to bag the waste in 6 mil poly bags that will then be
foaded into 6-mil poly lined 30 vard dumpsters. Bagged wasie shall be leaded into dumpster daily
at end of shift. Bags shall be loaded into bobeat bucket and taken lo dumpster and put in
dumpsters. When dumpsters become full they will be swapped out and will not be stored
elsewhere on site. Attachment B shows location of dumpster for loading from garage, as filled it
will be swapped out and full dumpster will be transported off site for disposal.

In addition, to the proposed method, NASDI, LLC also would like to transfer currently drummed
& bagped waste and put in 6-mil poly lined 30 yard dumpsters. Although the drums are currently
lined, the weight of the bags do not allow for easy loading into a dumpster therefore NASDI
proposes the follow method to transfer waste from drums to 6-mil poly lined 30 yard dumpsters:

» A full containment (wood construction) shall be erected and put under negative pressure

s A three chamber decon facility shall be constructed

s A propane run forklift with dumping capacity will be within containment. See Attachment
C for the special forklift drum carrier/rotator that wilt allow for dumping into dumpster

o Containment shall be erecfed to encompass current storage area and facilitate holding two
dumpsters that shall be loaded

o Construction of containment shall allow room for the loading and dumping of waste

e Once dumpsters are loaded and sealed, the loading area cleaned and wiped down; then
dumpsters can be moved out and new empty dumpsters can be brought in for Joading

e Note that decontamination of items in loading area will follow the previous approved plan

s This process shall only be used to address current drums on-site and all drums shall be
wiped clean before moving out of area. Based on current diwuns on-site NASDI anticipates
about 10 dumpsters to empty the existing drums. Dumpsters will be swapped out when
full and new cmpty placed in area.




NASDI feels that these changes will:

o Pixpedite the loading and moving of waste

s Speed up the process of removal as there will be no maving heavy and cumbersome
drums

e Streamline the process for disposal of waste to the landfill the most productive and
effective way

s Reduce the need for storage containers to hold drums and have a dedicated trailer for
waste

o  Less handling of materials

In sumumary, our efforts put forth are meant to improve the process of removal and ensure a safe
work environment for employees as well as protect the public. Attachment A contains layout for
Debris Waste Transfer Plan; Aftachment B is Waste Disposal Plan and Attachment C will be
forklift information.

Submitted By: Michael T, Tibert
Director of Environmental Health & Safely
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ATTACHMENT B

YYASTE DISPOSAL FLAN
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FORRKINT INFORMATION
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